
Product Code  产品编码 L   全长 B   柄长

LH (L)/RH (R) Rotation Overall Length Shank Length

左旋 / 右旋 mm Inch mm mm

1401-0357 L/R 3 57 20 / 27

1401-0457 L/R 4 5/32 57 20 / 27

1401-0557 L/R 5  57 20 / 27

1401-0657 L/R 6 57 20 / 27

1401-0757 L/R 7 57 20 / 27

1401-0857 L/R 8 5/16 57 20 / 27

1401-0957 L/R 9 57 20 / 27

1401-1057 L/R 10 57 20 / 27

1401-1157 L/R 11 57 20

1401-1257 L/R 12 57 20 / 27

1401-1357 L/R 13 57 20 / 27

1401-1457 L/R 14 57 20 / 27

1401-1557 L/R 15 57 20 / 27

1401-1657 L/R 16 57 20 / 27

1401-0370 L/R 3 70 20 / 27

1401-0470 L/R 4 5/32 70 20 / 27

1401-0570 L/R 5  70 20 / 27

1401-0670 L/R 6 70 20 / 27

1401-0770 L/R 7 70 20 / 27

1401-0870 L/R 8 5/16 70 20 / 27

1401-0970 L/R 9 70 20 / 27

1401-1070 L/R 10 70 20 / 27

1401-1170 L/R 11 70 20 / 27

1401-1270 L/R 12 70 20 / 27

1401-1370 L/R 13 70 20 / 27

1401-1470 L/R 14 70 20

1401-1570 L/R 15 70 20 / 27

1401-1670 L/R 16 70 20 / 27

1401-0590 L/R 5 90 20

1401-0690 L/R 6 90 20

1401-0790 L/R 7 90 20

1401-0890 L/R 8 90 20

1401-0990 L/R 9 90 20

1401-1090 L/R 10 90 20

1401-1190 L/R 11 90 20

1401-1290 L/R 12 90 20

1401-1390 L/R 13 90 20

1401-1490 L/R 14 90 20

1401-1590 L/R 15 90 20

1401-1690 L/R 16 90 20

Cutting Dia.

1401  标准型合金钻
Standard Brad Point Dowel

Drill Bits

D   刃径

性能特点（Features)：

（一）散热性强

(1) Superior performance with heat dispersion

（二）耐磨损性能强

(2) Superior wear resistance

（三）孔口质量稳定性高

(3) Stable quality on drilled hole



可根据要求提供特殊尺寸。Special size upon request.


